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R ECOMMENDED HYDRAULIC SUPPLY

 

 

A

B

GA0026.eps

如图显示,侧移器需要一组附加油路.所有的软管和接头规格至少是4号的,最小内径是5mm. 参考卡斯卡特卷管器和带电缆卷管器的选用指南,编码212199,
它用于指导正确为门架和叉车选择卷管器.
The Sideshifter will require one of the hydraulic supply arrangements shown below. All hoses and fittings should be at least No.4 with 3/16 in.(5mm) minimum I.D.Refer to 
Cascade Hose& Cable Selection Guide,Part No.212199 to select the correct hose reel for the mast and truck. 

A 右侧两管式细管卷管器或
B 内系油路

A   RH THINLINE 2-Port Hose Reel Supply Group Or
B   Mast Single Internal Hose Reeving 
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T RUCK REQUIREMENTS

GA0126.eps

  下降
Hoist Down

  前倾
Tilt Forward

  左侧移
Sideshift Left

上升
Hoist Up

 后倾
Tilt Back

 右侧移
Sideshift Right

WARNING: Rated capacity of the truck/attachment 
combination is a responsibil i ty of the original truck
manufacturer and may be less than that shown on
the attachment nameplate. Consult the truck nameplate.
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Auxiliary Valve Functions:
NOTE:Check for compliance with ITS(ISO) standards
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X55D
65D, X65D

9.5 L/min
(2.5GPM)

100D, X100D, 120D 

150D,165D  

 
 

 

最小值Minimum 最大值Maximum

ClassⅡ  380.0 mm(14.94in.) 381.0 mm(15.00in.)
ClassⅢ      474.5 mm(18.68in.)        476.0mm(18.74 in.) 
ClassⅣ      595.5 mm(23.44in.)        597.0 mm(23.50in.)

A

GA0028.eps

11L/min
(3GPM)

 

4L/min
(1GPM)

 19L/min
 (5GPM)

15L/min
(4GPM)

 

4L/min
(1GPM)

4L/min
(1GPM)

23L/min
(6GPM)

 

45L/min
(12GPM)

 

叉车供油流量Truck F low Volume

叉车供油压力Truck Relief Setting
        推荐压力值(Recommended Pressure): 140bar(2000psi)
    最大值 (Maximum Pressure): :210bar(3000psi)

最小值Min 推荐值Recommended 最大值Max

 

Cascade D-Series Sideshifters are compatible 
with SAE 10W petroleum base hydraulic fluid
meeting Mil.Spec.MIL-0-5606 or MIL-0-2104B.
Use of synthetic or aqueous base hydraulic
fluid is not recommended.If fire resistant 
hydraulic fluid is required,special seals may be
required. Contact Cascade. 
Flow less than recommended will result in 
excessive speed.
Flow greater than maximum can result in
excessive heating,reduced system performance
and reduced hydraulic system life.

 
 

1卡斯卡特D系列侧移器兼容SAE10W的油
基液压油标准参见MIL.Spec规格.MIL-0-5606
或者MIL-0-2104B.不推荐使用合成或水基
液压油.如果需要使用阻燃液压油,则必须
采用特殊密封件.详细请联系卡斯卡特.
2如果流量低于推荐值,会造成D系列侧移
器速度缓慢.
3如果流量超过最大值,会造成过热,降低
系统性能同时缩短液压系统的寿命. 
 

(A )ITA (IS O)
Carriage Mount Dimension(A ) ITA (IS O)

-

清理和检测货叉架的横梁.确保横梁是
平行的而且端部是平直的。将所有焊接凸出部
位打磨光滑以免影响侧移器的下滑块。修补所
有被破损的凹坑。

Carriage-Clean and inspect carriage bars. Assure that bars are
parrallel and that ends are flush. Grind smooth any proturding
welds that may affect Sideshifter lower bearings.Repair any
damaged nothches. 

2

1

3
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I NSTALLATION

1 从箱体中取出来
   Remove From Box

SS0633.eps

型号/序列号
铭牌信息
Model/ Serial
No.Plate 

450 kg.
1000 lb.

提升
 Hoist

2   拆卸下钩
Remove Lower Hooks

背面(从驾驶员的角度看)
           Back (Driver's) Views

SS0632.eps

450kg(1000lbs).
WARING:Make sure overhead hoist has 
a rated capacity of at least 450kg(1000lbs).
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SS0283.eps

3     Mount Sideshifter on truck carriage

Truck Upper Carriage Bar 

 

缷
 Remove Cylinder if necessary 

 

 

ITA Class Ⅱ-15-17mm(0.60-0.66in.)
ITA Class Ⅲ-18-20mm(0.72-0.78in.)
ITA Class Ⅳ-18-20mm(0.72-0.78in.)

Engage locator tab with center notch

ITA Class Ⅱ-8-9mm(0.32-0.36in.)
ITA Class Ⅲ-10-11mm(0.39-0.43in.)
ITA Class Ⅳ-12-13mm(0.47-0.51in.)
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 Raise hook

4 Install lower hooks

SS0235.eps
SS0284.eps1.5mm(.06 in.) 

3.0mm(.13 in.) 

155-170Nm
Torque to 115-125 ft.-lbs.
(155-170Nm)

5 Flush supply hoses

GA0046.eps
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6 Install hoses

Hose Reel/ Hose Terminal shown.   Internal Reeving shown.

SS0730.eps SS0731.eps

  Single Sideshifter
  
  Change rod end fitting direction
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I NSTALLATION

SS0763.eps

6  Install hoses

Double Wide Sideshifter

Independent Operation(Requires two auxiliary valves or solenoid)
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Simultaneous Open or Close

SS0764.eps

SS0732.eps

Simultaneous Left Or Right

- 9 -



7 Install Forks

SS0729.eps

8  Install backrest

SS0631.eps

70-80Nm
Torque to 70-80Nm
 (50-60ft.-lbs.)
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9 Adjust Speed

2.5mm(0.1in)
减小流速
减小节流片的通径-填焊或重新钻孔
Increase Speed
Enlarge Orfice-2.5mm(0.1in). maximum
Decrease Speed
Decrease Orfice-Reduce orfice by
brazing and redrilling

  节流片
W
2mm(.085 in.)

Lubrication Points
IMPORTANT:Upper bearings are prelubed at the Factory with 
break-in grease.No lubrication is required during installation.

10

SS0634.eps

每500小时润滑一次—从侧移器上方的润滑油嘴上进行润滑.
Lubricate every 500 hours-sideshift to exposed upper fittings.
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P ARTS

推荐备件清单Recommended Spare Parts

X55D,55D X65D,65D X100D,100D 120D,150D 165D 120D,150D 165D 1-5 6-19 20-50

671165 672018 672018 672018 804065 672018 804065 Upper Bearing 8 16 32
675662 675662 676650 676650 676650 208350 208350     Lower Bearing 6 12 24
677160 678034 677160 678034 678034 6004779 6004779 Lower Hook 0 2 4
681047 623597 638601 638601 638601 752903 752903 Capscrew 0 4 8
553857 553857 553857 553857 553857 678990 678990 Nut 0 4 8
667225 667225 667225 667225 667225 667225 667225 Washer 0 4 8

零件号
PART NO.

数量
QTY.

数量
QTY.

数量
QTY.

推荐备件数量
UNITS SERVICED

描述
DESCRIPTION

方形下钩滑动支承
Frames with Rectangular

Lower Bearings

圆形下钩滑动支承
Frames with Round Lower Bearings

零件号
PART NO.

零件号
PART NO.

零件号
PART NO.

零件号
PART NO.

零件号
PART NO.

零件号
PART NO.
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出版物 Publications
T

OOLS S
ERVICE MANUAL

Ordering Information Parts, Service and Operator Guide literature is sold through the Cascade Parts Depot
All dealerships with an open account, please indicate quantity desired and purchase order number. All others
please enclose a check payable to Cascade corporation.

.  

FAX:  Mail: Phone:
513-325-9270  Cascade Corporation 513-322-1199

P.O. Box 360
Springfield, Ohio  45501

Master Service Manual  Part No. 673969
Includes all Service manuals listed in a 3-ring binder for $140.00.

Service Literature Index
and Order Form

Cascade is a Registered Trademark of Cascade Corporation

UER MANUAL U

GA0098.eps

55D,X55D,65D,X65D 100D,X100D,120D 150D,165D 1-5 6-19 20-50

553861 553866 561430 1 2 4

油缸维修包
Cylinder Service Kits

服务备件
UNIT SERVICED

PART.NO
零件号 零件号

PART.NO
零件号
PART.NO

数量
QTY

数量
QTY

数量
QTY

672715      Operator Guide
677287      Service Manual
679929       Tool Catalog
673964     Literature Order Form

零件号
PART.NO

描述
DESCRIPTION
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W ARRANTY
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668 361026
No.668 Yangguang Road, Haicang, Xiamen, Fujian, 361026 P.R.China

Tel 0592 6512500 Fax 0592 6512571
E mail cascade cascorp com cn

Cascade Xiamen reserves the rights to make change without notice. 1210958 R3 xm cn 01/2016


